Appendix I: Safety Requirements Verification Table (SRVT)

	Allocation:  Safety Requirements Verification Table

PUI


Requirement or Objective (R/O)
	R/O Source
	V&V Status
	Allocation

AC
GND
	Planned V&V Method

Test
Assess
	Risks Controlled by SRVT

Hi    Med   Low

	51.
	Develop contingency procedures for specific collision hazard situations (OPEVAL 2 scenarios)
	PHA
	[image: image1.bmp]
	X
	X
	X
	
	2
	21
	

	52.
	Develop contingency procedures for specific collision hazard situations (OPEVAL 2 scenarios)
	SSHA
	[image: image2.bmp]
	X
	
	
	X
	1
	12
	223

	
	Adequate training and certification of aircrew to ensure situational awareness, appropriate equipment usage, and information interpretation
	SHA
	[image: image3.bmp]
	X
	
	
	X
	3
	11
	100

	
	Failure/malfunction indication shall be designed to conform to appropriate standards, (e.g., Human Factors Design Guide FAA CT-96/1)
	SAH
	
	X
	X
	X
	
	
	34
	12

	
	Pilot uses “see and avoid” procedures
	O&SHA
	
	X
	
	
	
	1
	12
	16

	80.
	Avionics certification, installation, approval process in place for OPEVAL 2
	OSA
	
	X
	
	
	X
	1
	14
	45

	41.
	The equipment used in OPEVAL 2 shall be designed to conform to appropriate standards, (e.g., Human factors design guide FAA CT-96/1)
	HHA
	
	
	
	X
	X
	1
	10
	22





Validated and Verified





Validated Only





No Validation or Verification


















































