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Fire Protection System Inspection Service 

Warning: 
The Statement of Work (SOW) paragraphs, Contract Data Requirements List (CDRL) items, and Data Item Descriptions (DIDs) identified for your type of acquisition are recommendations only. You are expected to modify or add SOW paragraphs, CDRLs, or DIDs to address the specific requirements of your program.
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1.0	Scope 
The contractor must perform annual tests, inspections and services on various fire alarm and detection systems in accordance with National Fire Protection Association recommendations, local codes, and manufacturer’s recommended procedures at (identify facility). The contractor must deliver a written report that describes the test and inspection results and services performed.  A list of system components is attached to this document. Only technicians authorized by SimplexGrinnell (note: identify vendor if required based on your facility’s list of equipment) must perform work on this system. The contractor must provide all transportation, shipping, labor, tools, equipment and material to accomplish the following: All fire alarm and detection systems will be inspected and functionally tested in accordance with National Fire Protection Association recommendations, manufacturer’s specifications, and local codes.

2.0	Requirements 


2.1	Fire Alarm and Detection Systems 
The Contractor must:

· Inspect the system to determine whether it is in service and in satisfactory condition with NFPA standards.
· Identify potentially detrimental site conditions that could compromise the performance of mechanical and/or electronic components of the system.
· Inquire about any changes or modifications of the fire detection and alarm system.
· Inquire about any changes in the general occupancy environment, operations and conditions relating to the fire detection and alarm system in accordance with NFPA standards.
· Inquire about the customer’s general storage and stock arrangements for combustibles in relation to fire alarm and suppression systems.
· Check the general condition of the fire alarm panel and related equipment.
· Test all smoke and heat detectors in accordance with their manufacturer’s specifications.
· Inspect all fire alarm control panels and remote fire alarm panels.
· Inspect and test all annunciators and zones both visually and by tripping a detector.
· Inspect and meter all batteries.
· Inspect and exercise all flow switches, tamper switches and low pressure alarms.
· Inspect all output relays and test their activation.
· Verify that all signals are received by the central monitoring station.
· Inspect the smoke detectors for cleanliness.  Clean the detectors that require cleaning in accordance with their manufacturer’s guidelines.
· Test non-storable heat detector circuits by simulating electrical operation at the wiring connection.
· Function test all accessible heat actuating devices, both electrically and pneumatically in accordance with the manufacturer’s specifications.  When explosive conditions are present, hot water will be used to heat test all accessible heat actuating devices.
· Inspect and exercise all supervised control valves and switches.
· During testing of the fire detection system, activate outputs for the purpose of equipment shutdown, start-up and HVAC/smoke control.
· Tag devices as required and perform all required record keeping.
· Compile a complete report of the inspection, explaining and deficiencies and recommending corrective action to be taken in accordance with recognized codes for care and maintenance.
· Familiarize the customer with the proper operation of the equipment.

2.2	Special Provisions 


2.2.1	Test and Inspection Overview 
Under this Special Provision, SimplexGrinnell trained technicians will perform inspections and diagnostic tests for all accessible peripheral devices listed and currently connected to the facility life safety systems.  Test will be scheduled in advance at the convenience of customer’s staff (see list of equipment page for equipment to be tested).

2.2.2	Testing of Peripheral Devices for Fire Alarm and Detection Systems 
Accessible peripheral devices must be functionally tested in accordance with NFPA 72, chapter 10 and the manufacturer’s recommended procedures.

2.2.3	Detector Cleaning for Fire Alarm and Detection System 
To help minimize false alarms, and in accordance with NFPA, accessible smoke detection devices will be cleaned using manufacturer’s recommended procedures at a rate of 100% annually.

2.2.4	Sensitivity Testing for Fire Alarm and Detection Systems 
To ensure accuracy, and in accordance with NFPA guidelines, sensitivity testing will be performed on smoke detectors at a rate of 100% annually.  Testing will be performed using only UL approved sensitivity testing equipment.  Devices performing outside the listed sensitivity range must be re-cleaned and tested, and if necessary, noted and recommended for replacement.

2.2.5	Documentation 
For all accessible components and devices the contractor must identify and document the exact location of each device tested, including system address or zone location and test results and applicable voltage readings. Any discrepancies found must be provided to customer’s designated personnel and copies must be archived by company.

2.2.6	Emergency Service Call and Labor 
Unlimited service calls must be provided 24 hours a day, 7 days a week, for repairs associated with normal equipment failures (Provided during normal working hours, Mon-Fri, 8:00 a.m. to 5:00 p.m., excluding holidays).  This provision includes labor, travel and mileage charges for repairs associated with normal equipment failures.    Emergency service will be provided within 24 hours of notification Monday through Friday 8:00 a.m. to 5:00 p.m.  This provision covers labor to troubleshoot and diagnose system problems, and the labor to replace failed devices.

2.2.7	Parts and Components Replacement 
The following must be replaced when required due to failure; the central processing unit, to include reprogramming of system due to failure, replacement of circuit boards, and all components in the control panels, annunciator panels, transponders, printers, keyboards monitors, and peripheral devices (smoke detectors, pull stations, audible/visible units, door contacts, etc.) associated with system.

2.2.8	Work Periods 
The Contractor must perform all non-emergency work within the hours of 8:00 AM to 5:00 PM Monday through Friday.  The FAA representative must approve work outside these hours in advance.

2.2.9	Warranty 
Upon completion and acceptance of all work the contractor must provide the manufacture’s standard warranty on all workmanship.

3.0	List of Equipment 
(Note: develop a list of equipment to be serviced by the contractor identifying â€“ Quantity, Model Number, and Nomenclature/Description)
