DATA ITEM DESCRIPTION

Title:  Construction and Demolition Debris Diversion Report

Number:  FAA-EOSH-001      		Approval Date: 
AMSC Number:				Limitation: N/A
DTIC Applicable: N/A			GIDEP Applicable:  N/A
Office of Primary Responsibility:  		Applicable Forms: N/A

Use/relationship: 
 
The Construction and Demolition Debris Diversion Report is intended to track compliance with pollution prevention requirements set forth in Executive Order 13693: Planning for Federal Sustainability in the Next Decade.

Application / Interrelationship: 
This Data Item Description (DID) contains the format and content preparation instructions for the Construction and Demolition Debris Diversion Report requirements under this contract.
Requirements: 
1. Format. The Construction and Demolition Debris Diversion Report must be prepared in Microsoft Office Excel spreadsheet format [see FAA Construction and Demolition Debris Diversion Report Template]. 

2. [bookmark: _GoBack]General. The Construction and Demolition Debris Diversion Report must, on at least a quarterly basis, track non-hazardous construction and demolition (C&D) materials and debris by weight and percentage rates per pick-up per facility. The Contractor must ensure complete and accurate tracking of materials and debris generated by the Contractor’s work and must not include disposed of materials and debris already tracked through the facility’s existing waste and recycling program. Please refer to the prevailing state and local waste management regulations, EPA’s Industrial Waste Guidance (http://www.epa.gov/epawaste/nonhaz/industrial/cd/index.htm), and the Whole Building Design Guide (http://www.wbdg.org/resources/cwmgmt.php) for more information on the types of C&D materials and debris that should be recycled or salvaged for reuse. Wherever possible, material weights must be calculated directly from bills of lading and/or tipping receipts. In cases where the use of bills of lading or tipping receipts is not feasible, please refer to EPA’s standard volume-to-weight conversion factors (http://www.epa.gov/wastes/partnerships/wastewise/pubs/conversions.pdf) for estimating C&D material and debris weights. 

3. Content. The Construction and Demolition Debris Diversion Report must include the following:
A. FAA facility name and address, report date and reporting period, contract number and project name
B. Pick-up date
C. Waste material type
D. Disposed C&D waste:
a) Weight in short tons less container weight
b) Method of waste material disposal  
c) Reason why waste not diverted
E. Recycled waste:
a) Weight in short tons less container weight
F. Composted waste (off-site):
a) Weight in short tons less container weight
G. Reused Materials:
a) Weight in short tons less container weight
H. Total weight of C&D waste (i.e., sum of disposed, recycled, composted and reused waste)
a) Weight in short tons less container weight
