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	6.8.3
	Fire and Life Safety Requirements
	09/2020
	The facility, its systems and appurtenances must be in compliance with the following fire and life safety (FLS) requirements:
A. Construction features of the building must comply with state and local building codes in effect at the time of construction or most recent modification. 
B. Maintenance and operations of the building must comply with the current edition of state and local fire safety and fire prevention codes.
C. Construction features, maintenance and operations of the building must meet or exceed the minimum level of fire and life safety specified by OSHA 29 CFR 1910. 
Where compliance with the literal requirements of these standards has not been achieved, the Lessor must document, in writing to the Government, the specific deviation(s) from these standards and the equivalencies or alternative methods use by the Lessor as alternative methods of compliance. Each approach used as alternative method of compliance must be documented in accordance with the Equivalency and Technical Documentation requirements of NFPA 101, signed by a Fire Protection Engineer, licensed in the subject property’s state, and a copy must be provided to the RECO. 
As provided in this section, all codes, standards, orders and directives refer to the current edition in place at the signing of this. If construction or modifications to the leased premises are undertaken at any time during the term of this lease, fire protection and life safety systems must be brought into compliance where required by applicable codes and standards according to the then-current edition of local codes and standards and all requirements of OSHA 29 CFR 1910. The party initiating the construction or modifications is responsible for funding the upgrade of fire and life safety systems, construction or modification to the leased facility must never decrease the level of fire and life safety provided.
 Regardless of local code requirements, when the leased space (including garage areas under lease by the Government) is on the 6th floor or above, or below grade, automatic sprinklers are required. All Airport Traffic Control Towers must meet the requirements of OSHA’s Alternate Standard for Fire Safety in Airport Traffic Control Towers and the NFPA 101. Furthermore, leased buildings serving National Airspace System (NAS) air traffic control operations and constructed after June 2012, must be fully protected with an automatic, electrically supervised sprinkler system designed and installed in accordance with the requirements of NFPA 13.
When leased space is located in multi-tenant buildings, the Lessor is responsible for the following:
A. Development of a building Emergency Action Plan (EAP) and Fire Prevention Plan.
B. Publishing and making copies of the EAP and Fire Prevention Plan, and making them available to all FAA leased space occupants.
C. Conducting fire or other emergency evacuation drills, at least annually.
D. Conducting review and modification of the EAP and Fire Prevention Plan at least annually.
E. Inviting FAA representation to develop, review and modification of the EAP and Fire Prevention Plan.
	 This clause is required in all standard space leases. Changes must be approved by FAA Fire and Life Safety.
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