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	6.8.9
	Mold Growth Identification and Control
	09/2020
	The Lessor must control mold growth and their sources including excessive levels of moisture and humidity. Adequate air quality, moisture control and facility cleaning are required to prevent the growth of mold, mildew, and bacteria.  Any visual evidence requires immediate sampling and remediation by the Lessor.
Following a water-intrusion event, the Lessor must identify the water source and immediately implement water-extraction and -drying efforts. Once the water source is identified, the Lessor must take action to prevent additional water damage and ensure that permanent fixes are in place prior to build-back and restoring building materials. Within 24-48 hours of water damage from clean water sources (e.g., water supply lines, rainwater, and snowmelt from rooftops), all building materials must be thoroughly dried to a moisture level that will prevent mold growth.
All porous materials contaminated with sewage or other Category 2 (e.g., washing machine overflows, toilet overflows, and non-feces waters) or 3 (sewage backups and overflows from beyond toilet traps, feces, floodwaters, and groundwater intrusion) water sources must be discarded. All non-porous material must be cleaned and disinfected.
Mold remediation and cleaning must be conducted using recognized industry methods and practices (e.g. Institute of Inspection, Cleaning and Restoration Certification (IICRC) S500 Standard and Reference Guide for Professional Water Damage Restoration, IICRC-S520 Standard and Reference Guide for Professional Mold Remediation, 2008, and National Air Duct Cleaners Association (NADCA): Assessment, Cleaning and Restoration of HVAC Systems, ACR 2006). State requirements concerning mold remediation contractors training and licensing must be followed.
The Lessor must coordinate with the FAA facility management and RECO regarding all mold remediation operations. The FAA must be afforded the opportunity to provide input in the mold remediation process. Biocides must be used cautiously and in accordance with EPA requirements. A Certified Industrial Hygienist (CIH) must pre-approve the use of EPA-approved biocides in air conveyance systems.
	This clause is required in all standard space leases. Changes must be approved by Service Area ATO EOSH or ROSHER for non-ATO.
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